
CRQ

MODEL

Ideal for steel

industry, mining

companies, steel

products

manufacturers.
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2, 4, 10 up to 30 metric tons capacity

Toggles between kg and Lb.

Solid construction, with a 300% safety overload margin

Easy to read display

Weather resistant

Rechargeable battery
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Optional accesories:

a) Port RS-232 for computer communication

A

B D

C

CRQ

8” (20.3 cm)IN

8 ½” (21.5 cm)IN

D

8” (20.3 cm)IN

8” (20.3 cm)IN

11 1/4” (28.5 cm)IN

11 1/4” (28.5 cm)IN

12” (30.5 cm)IN

35.1” (88.8 cm)IN

21 ½” (54.6 cm)IN
B

26.1” (66.2 cm)IN

C

11 1/4” (28.5 cm)IN
A

16” (40.6 cm)IN

20” (50.8 cm)IN

16” IN(40.6 cm)

16” (40.6 cm)IN

37” IN (94 cm)

CRQ 2000/4000

CRQ 30000/60000

CRQ 10000/20000

CRQ 4000/8000

MODEL

Toggles between
kilograms and

pounds

Kg
Lb

EASY TO USE

CRQ MODEL makes
shipping and receiving
operations very easy,
saving time and
avoiding accidents.

Specifications:

NOM

2 rechargeable

batteries included.

(Last up to 200 hours

continuous use)

0.5 kg /1.0 lb

2000 kg /4000 lb

Alphanumeric Liquid Crystal Display

1 kg /2.0 lb

4000 kg /8000 lb

2 kg /5 lb

10,000 kg /20,000 lb

10 kg /20 lb

30,000 kg /60,000 lb

CRQ-4000/8000 CRQ-10000/20000 CRQ-30000/60000CRQ-2000/4000

Included

220 v/ 60 Hz (220v / 50 Hz Optional)

Included

2 batteries 6 VCD 5 AH

-10 to 40º C / 14 to 104 ºF

1000 kg/2000 lb

5 kg/10 lb

2000 kg/4000 lb

10 kg/20 lb

5000 kg/10,000 lb

20 kg/50 lb

15000 kg/60,000 lb

100 kg/200 lb

16.25 kg/36 lb

27 kg /60 lb

21.65 kg/48 lb

31.5 kg/69.3 lb

34.35 kg/70 lb

45 kg/100 lb

69 kg/152 lb

56 kg / 135 lb

-20 to 50º C / -4 to 122 ºF

DIMENSIONS

ALL INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTICE

DISTRIBUTED BY

CONFIRMED

RESISTANCE

The CRQ is made of
high quality very
resistant materials,
destructive load tests
demonstrate over
300% protection of
nominal load before
fracture, this means
that the CRQ can
support three times its
weighing capacity
without breaking up, as
a safety norm (with this
kind of overload some
components may be
damaged)

WEATHERPROOF

The aluminum sealed
case protects all
electronics from
moisture and dust.

HIGHLY-VISIBLE

DISPLAY

OPERATES WITH

RECHARGEABLE

BATTERY

The CRQ operates

anywhere with two long

lasting rechargeable

batteries.

Operation temperature

Minimum division

Capacity

Display

Back light

Power Supply

Battery

Power supply adapter

Maximum tare

Minimum unit weight

Storage Temperature

Net weight

Shipping weight

Ideal for steel industry, mining

companies, steel products

manufacturers.

A backlight

alphanumeric liquid

crystal display

enhance visibility

even in dark areas.


